
RPP819 
MOUNTING PAD 

INSTALLATION INSTRUCTIONS
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2.0"

SCK015NS REV A- (01/13)

MOUNTING PAD
(RPI Part #RPP819)

KEYPAD 
(RPI Part #'s SCK015, SCK040 & SCK041)

DISPLAY ASSEMBLY
(RPI Part # SCA022)

LCD KIT
(RPI Part #SCK062)

KEYPAD 
RIBBON CABLE

DISPLAY 
RIBBON CABLE

SERVICE TIP
To make it easier to install the top
cover of the autoclave, adhere
the Mounting Pad (RPI Part
#RPP819) to the Display Ribbon
Cable (~2.0" from the Display
Assembly Connector). Then place
the Keypad Ribbon Cable against
the Mounting Pad, and press
firmly to connect the two Ribbon
Cables. It's the RPI Advantage!

http://www.rpiparts.com/RPIPartDetail.asp?rpinum=SCA022
http://www.rpiparts.com/RPIPartDetail.asp?rpinum=RPP819
http://www.rpiparts.com/RPIPartDetail.asp?rpinum=SCK062
http://www.rpiparts.com/RPIPartDetail.asp?rpinum=SCK015
http://www.rpiparts.com/RPIPartDetail.asp?rpinum=SCK040
http://www.rpiparts.com/RPIPartDetail.asp?rpinum=SCK041
http://www.rpiparts.com/RPIPartDetail.asp?rpinum=RPP819
http://www.rpiparts.com/RPIPartDetail.asp?rpinum=RPP819

